Standard Screen Funnels
e Spout length reduces over-pouring and spillage
e Quter ribbing design eliminates air lock

¢ In-spout safety screen reduces contamination
e |deal for agriculture and industry

Item No.| Capacity | TopID | SpoutID | Height

KM32092 | 1 Pint 4-1/2" 1/2" 6"
KM32003 | 2 Quart 6-1/2" 1-1/16" 8-1/2" ltem No. KM32092
KM32007 | 6 Quart 8-1/2" 1-5/16" 10-1/2"

Item No. KM32007

Item No. KM32003

Capped Funnels

¢ Color-coded system for identification of fluids used with each funnel

e Durable polyethylene construction

e |deal for agriculture and construction industry

e Cap prevents funnel from collecting engine grime, dirt and other contaminants
¢ Promotes a clean workshop and fights contamination

¢ Unique design prevents leftover fluid from dripping out

Item No.| Capacity | TopID | SpoutID | Height
KM32105 | 1 Pint 3" il/2e 9-1/2"
KM32115 | 1.25 Quart | 4" 5/8" 10-1/2"

KM32115

L 1OE KM32130 | 1.5 Quart | 4" 1-1/8" 13-1/4"
ftem No.  KM32140 | 1.5Quart | 4" 5/g" 17"
tom No. | KM32140
KM32130
4 Gallon 0il Drain Pan

Item No. KM32953
e Qverall height: 5-1/2"
e Top ID: 17-3/4"

¢ 1" diameter pour
spout built into the pan

Pour Spout

Item No. KM32177-7

e Chemically-resistant clear tube keeps contents visible

¢ Comes with adapter for Reike threaded nozzle

¢ Flexible spout ideal for hard-to-reach areas

e Compatible with quart, 1 gallon
and 5 gallon containers

e Eliminate unwanted drips with
the included cap

Item No.
KM32953

Oil Drip Tray

Iltem No. KM40092

® 22" x 22" x 1-1/2"

e Chemically-resistant polypropylene
e 3 gallon capacity

Item No.
KM32177-7

Item No. KM40092




