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Technology

Hi Visibility Head _ .
Adds instant identification on any job site

Steel Locking Plate
Eliminates head getting loose or falling apart

Vulcanized Rubber Grip

Drop Forged Head Absorbs impact & vibration, reducing user fatigue

With striking ends induction
hardened 52-56 HRC

Spring Steel Bars Textured Non Slip Grip

9/32" diameter spring steel bars
resist overstrike without breaking

Steel Reinforced

Indestructible Handle Hammers Lanyard Hole

e Ergonomic rubber grip handle absorbs shock and vibration reducing fatigue

e Indestructible handle is made with spring steel bars that run all the way
through the handle. Bars are locked with the hammer head using
steel locking plates, ensuring that the head never gets dislodged

e Hammer head is forged from special steel and is induction hardened to
52 to 56 HRC for extended life

e Special bonding process ensures that head never gets loose from the handle

» Working temperature range: 14° F to 122° F (-10° C to 50° C) Club Hammer

Item No. | Head Weight Handle Length
Club Hammers:
KM34500 | 2.5 Ibs. 12"
KM34501 | 4lbs. 22
KM34502 | 4 Ibs. 16"
Ball Pein Hammers:
KM34540 | 24 oz 14"
KM34541 | 32 0z. 14" Ball Pein Hammer
KM34542 | 48 oz 14"
Cross Pein Hammers:
KM34530 | 2lbs. 16"
KM34531 | 3.5 Ibs. 16"
Sledge Hammers:
KM34510 | 6 Ibs. 24"
KM34511 | 6 Ibs. 30"
KM34512 | 8 Ibs. 24" Cross Pein Hamm
KM34513 | 8 lbs. 30"
KM34517 | 8 Ibs. 36"
KM34514 | 10 Ibs. 30"
KM34518 | 10 Ibs. 36"
KM34515 | 12 Ibs. 30"
KM34519 | 12lbs. 36"
KM34516 | 14 Ibs. 30" Sle dge Hammer
KM34520 | 14 Ibs. 36"
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